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Made in the USA, TYPAR GEOTEXTILES boast over 40 years of 
proven performance in separation, stabilization, and filtration 
applications. The continuous filament, thermally bonded design 
provides a higher strength:weight ratio than standard 
non-woven construction fabrics and maintains consistent 
permeability rates regardless of soil type or compaction.

TYPAR GEOTEXTILE’S unique characteristics make it the ideal 
solution for road reinforcement, industrial yard stabilization, 
subsurface drain applications, erosion control, landfill 
separation, mulch underlayment, and septic system projects.

Tough over time, TYPAR GEOTEXTILES preserve the original 
design, reduce construction and maintenance costs, and 
increase a project’s longevity!

APPLICATION
Structural stabilization and 
reinforcement
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Benefits
Ideal for separation, stabilization, and filtration

Higher strength:weight ratio

Durable - 40+ years of proven performance

Up to 20 percent recycled content

Superior uniformity

Consistent permeability even under compaction

Filtering that prevents clogging

Made in the USA

Isotropic fabric provides stability and strength
in all directions

Mechanical (Marv)1

Grab Tensile Strength ASTM D4632 lbs 35 60 120 117 140 186 248 329 386

Grab Elongation ASTM D4632 % 60 60 60 60 60 60 60 60 60

Trapezoidal Tear Strength ASTM D4533 lbs 15 25 35 41 64 61 85 86 95

Puncture Strength ASTM D4833 lbs 10 15 25 41 45 56 75 90 105

CBR Puncture ASTM D6241 lbs - - - 155 227 305 400 584 654

Physical (Typical)

Unit Weight oz/yd2 1.6 1.9 3.0 3.4 4.0 5.0 6.0 8.0 10

Roll Diameter in 7 7 8 8 9 10 10 12 -

Length yd 100 100 100 100 100 100 100 100 -

Width in 151 151 151 151 151 | 187 151 | 187 151 | 187 151 | 187 187

Roll Area yd2 419 419 419 419 | 519 419 | 519 419 | 519 419 | 519 419 | 519 100

Roll Weight Gross lbs 50 58 87 97 113 | 142 138 | 175 165 | 209 218 | 275 -

Hydraulic (Marv)1

Apparent 
Opening Size2 ASTM D4751 US Sieve 35 60 120 117 140 186 248 329 386

Permittivity ASTM D4491 sec-1 60 60 60 60 60 60 60 60 60

Water Flow Rate ASTM D4491
gal/

min/ft2 15 25 35 41 64 61 85 86 95

Endurance (Marv)1

UV Resistance
@500 hrs

ASTM D4355 % - - - 70 70 70 70 70 70

AASHTO Class M288 - - - - 3 2 2 1 1
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Notes: (1) Minimum average roll values (MARV) in the weaker principal direction (2) O95 Max. ARV
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Email info@magnera.com for more information 
or visit typargeosynthetics.com.
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