
The TYPAR GEOCELL cellular confinement system utilizes the 
strength and permeability of a geotextile to create a 
3-dimensional cellular confinement system. Manufactured from 
dark grey PP/PE bicomponent fiber geotextile, the cell walls are 
permeable to water, air, and nutrients, increasing stability and 
vegetative performance. The TYPAR GEOCELL system ships in 
compacted panel form and expands into a honeycomb 
formation to the desired shape and dimension on-site.

The unique, lightweight, flexible material conforms to surface 
variations to improve ease of installation while resisting impact 
damage. A variety of infill materials, including native soils and 
recycled aggregates, may be used to reduce waste material and 
overall construction costs.
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Heavy vehicle loads up to H25 loading, 
off-road industrial machinery 

APPLICATION



TYPAR GEOCELL for Slope Protection
The cellular structure of the TYPAR GEOCELL system improves resistance to 
erosive forces on steep, unstable, or slopes exposed to severe hydraulic or 
mechanical stresses. Variable cell depths and diameters provide 
cost-effective options for protection up to 1:1 (45 deg) slopes.

TYPAR GEOCELL for Load Support
TYPAR GEOCELL cells transfer downward forces laterally, reducing loads on 
underlying soils. The cellular confinement system is an ideal solution for 
providing stabilization over poor soil conditions, reducing constructed profile 
depth and cost, protecting soil and roots from compaction, and providing site 
access for light, heavy, and industrial vehicles.
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Product Panel 
Size

Cell 
Diameter

Cell 
Depth Weight Material Application Method

TYPAR Geocell 
250/100

16.4’ x 23’ 10" 4" 37.5 lb
Non-woven 

PP/PE

Pedestrian/Light 
Vehicle Load

Support & Slope Protection

TYPAR Geocell 
250/150

16.4’ x 23’ 10" 6" 37.5 lb
Non-woven 

PP/PE
Light Vehicle Load 

Support & Slope Protection

TYPAR Geocell 
350/100

16.4’ x 23’ 13" 4" 37.5 lb
Non-woven 

PP/PE
Slope Protection

TYPAR Geocell 
350/150

16.4’ x 23’ 13" 6" 37.5 lb
Non-woven 

PP/PE
Slope Protection

TYPAR Geocell 
220/200

20’ x 10’ 8" 8" 37.5 lb
Non-woven 

PP/PE
Heavy Vehicles 

Load Support

Product Material Size

Fixing Pin Steel Rod 22” x 4” x 0.32” dia
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Email info@magnera.com for more information 
or visit typargeosynthetics.com.
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