
GRASS REINFORCEMENT MESH

GRASSPROTECTA®

 

GRASSPROTECTA mesh reinforces grassed surfaces prone to wear, 
rutting and smearing. The oscillated mesh structure has been designed to 
increase traction and improve slip resistance by up to 97% compared to
standard straight oriented meshes.

GRASSPROTECTA mesh is supplied on 6.56’x 65.6’ and
3.28’x32.8’ rolls in two thicknesses (0.45” and 0.55”) as
determined by the application and manufactured from
partly recycled UV stabilized polyethylene (minimum 20%
recycled polymer).

Installation is simple; after cutting the grass short the mesh
is unrolled and pinned to the surface using metal U-Pins.

High level of reinforcement - up to 8 tons per axle (imposed load)
Ideal for permanent or temporary applications
Fast and cost effective installation compared to plastic paving grids
No excavation or soil removal necessarily required
Low slip risk PTV value of >40

typargeosynthetics.com

APPLICATIONS
Standard vehicle loads and heavy 
pedestrian usage.  



Grade Normal weight 
(lbs/ft2)

 
(Inches)

Tensile Strength 
(kN/m) (MD)

Roll size 
(ft) Material

Standard 0.245 0.45 0.245 3.25 x 32.8
Recycled/Virgin 

HDPE Blend

Standard 0.245 0.45 0.245 6.56 x 65.6
Recycled/Virgin 

HDPE Blend

Standard 0.245 0.45 0.245 6.56 x 32.8
Recycled/Virgin 

HDPE Blend

Heavy 0.41 0.55 0.41 3.25 x 32.8
Recycled/Virgin 

HDPE Blend

Heavy 0.41 0.55 0.41 6.56 x 32.8
Recycled/Virgin 

HDPE Blend

Heavy 0.41 0.55 0.41 6.56 x 32.8
Recycled/Virgin 

HDPE Blend

When grass grows through the mesh apperatures, GRASSPROTECTA mesh 
allows the grass to intertwine with the mesh filaments creating a strong, 
discreetly reinforced surface capable of withstanding vehicle loads, limiting 
damage and reducing soil compaction.

GRASSPROTECTA mesh can also be installed onto newly landscaped areas 
and seeded as required. TYPAR strongly advises that newly installed 
GRASSPROTECTA mesh areas should be left unused until the grass has grown 
through the mesh apertures ensuring a strong interlock with the grass and 
mesh filaments is achieved - normally after a few weeks during the growing 
season and the surface has undergone several mowing cycles. If the surface is 
used immediately grass growth may take a longer period of time to establish, 
thus limiting the effectiveness of the product.

GRASSPROTECTA mesh can be used in source control applications as part of a 
LID/LEED system and is the perfect alternative to impermeable paved 
surfaces where natural grassed traffic lanes and driveways are preferred, 
where planning restrictions are applied or cost savings are being considered.
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Email info@magnera.com for more information 
or visit typargeosynthetics.com.
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